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FINAL REPORY
BRISTOW CHURCH OF THE NAZARENE PRDJECT
DERB Project #7448

1. INTRODUCTION

The Okiahoma Energy Resources Board (OERB), 2 State of Okiahoma board, was created
by slate legislation in 1992 The purpose of the board is o educate the public about the
OUklshoma energy industry and to restore historical exploration and production sites with
environmental issues, Sites targeted for restoration are abandoned with no responsible
owner and/or operator and fall under the jurisdiction of the Okishoma Corporation
Commission (OCG),

By statute, all projects are chosen by the OCC. Commission field inspeciors select projecis
based on landowner complaints, public nuisance, visibifity, and potential harm to the
environment. Once a project is selected, the OCC performs a record check to determine
responsible party availability. When it is determined thet no responsible owners andfor
operators are available to mest applicable restoration standards, the projects are then
forwarded to the DERB.

2. PURPOSE

Al the request of the OERB and in conjunction with the OCC, BEACON Environmental
Agsistance Corporation (BEACON) conducted 3 site resioration on the Rristow Church of
the Nazarens Project. The objectives of the project were 10 assess issues associated with
historical oif and gas exploration and preduction (E&P) activities and to restore the subject
property to productive use. This report summarizes the results of the project that consisted
of four phases: Phase | - Initial Site Review, Phase it ~ Site Evaluation, Phase {ii - Site
Resioration, and Phase IV - Progress Review,

3. PHASE |- INITIAL SITE REVIEW

3.1 Localion

The Bristow Church of the Nazarene Project is located near the town of Bristow, Oklshoma
as shown on Figure 1. The project was confined a porlion of the NW/4 SW/4 SWi4, Section
20-THEN-RBE, Creek County, Oklahoma as shown on Figure 2.

3.2 Site Visit

An initial site visit was conducted at the subject properly to identify polential concems.
During the site visit the physical condition and characteristics of the site were identified.

The project generally consisted of abandoned flowlines, concrete, debris, a tank and areas
to grade. The site is depicted on Figure 3 and selected photographs are presented in
Appendix A,

Bristow Church of the Nazarens Project Finsl Report Page fof 2
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4. PHASE #l - SITE EVALUATION

The initial site visit did not reveal any evidence of produced fluld impact from historical ol
and gas exploration and production activities, There were no features identified that, hased
on knowledge of process, would be expected to have impacted the site. Thersfore, no soil
or waler sampling was conducied,

5. PHASE lll - SITE RESTORATION

After a review of the data, a restoration plan was designed for the project. The objective of
the plan was 10 restore the sile o a productive natwre. The plan was based on regulatory
sompliance, technical feasibility, and economics. Regulatory compliance included, but was
not limited to, Oklahoma Administrative Code (OAC) 185:10-7 (OCC Poliution Abatement)
and the OERB's OCC approved procedures.

the site restoration generally consisted of removing and disposing of the flowlines,
concrete, debris and fank, grading the designated areas and planting the areas disturbed
during the course of work. Aaron Construction of Norman, Okdahoma was contracted to
perform the site restoration. A delalled description of the restoration work is presented in
Appendix B, Restoration Scope of Work.

6. PHASE IV - PROGRESS REVIEW

Upon completion of the site restoration, a progress review was performed to document the
restoration activiies. The review included an interview with the landowners and a sile visit
During the site visil, still photographs were taken. Coples of sslected pholographs are
prosented in Appendix A

Based on the results and findings from the various phases of the project, no further activities
are anticipated and the project restoration is considered complete.  All original
documentation for the project is located within the project file and is availlable al yowr
regquest.

Brisfow Church of the Nazarene Profect Finef Report Page 2ot 2
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View of site afler restoration

Bristow Church OF The Nazarene Project Site Photographs Page 1 of 2
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View of site prior to restoration
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SCOPE OF WORK

Bristow Church of the Nazarene Project
Creek County, OK
QOERB Project #F448

1. GENERAL
1.1 Locstion: The project is located near the town of Bristow, Oldahoms as indicated on Figure 1.

1.2 Description of Existing Site Conditions: The project is associated with historical off and gas
gxpdoration and production sotivities and consists of abandoned fowlines, concrete, debris, & tank and
areas 1o grade.

1.3 Boundarins

1.3.1  Project Boundary: The project is confined 1o a portion of the NW/4 SW/4 SW/i4 Sedtion
Z0-T16N-RIE, Creek Counly, Cldahoma ag indicated on Figure 2. The Contractor shall not cross
the boundaries of this ares except when erdering or Isaving the site.

1.3.2 SHe Boundary: The Site Boundary is & discrete ares within the Project Boundary. The
Site Boundary i3 defined by the outline of the area depicted on Figura 3. Carlain tasks delailed
below specily the Site Boundary as the perimeter of the work sres for the task. In such cases the
Contractor shall be responsible only for activities includad in the task within the area defined by the
Sie Boundary.

14  Project Objectives

1.4.1  The objective of the project & fo remove and dispose the flowlines, concrete and debris,
dispose of the fank, grade the designated areas and plant the argas disturbed during the course of
wiark.

1.4.2 The Contractor shall take 3l appropriste precaytions to minimize incidendal disturbance o v
crops, pasture, and olher areas outsida the immediate work area(s), and may be held liable for any
such damages deemed unnecessary or avoidable by the Consuliant,

143 The project is located on private land. The Contracior, Consuftant, and Landownser shall
discuss alf aspects of the Work at the pre-start meeting {see Section 14.2, below). The Contracior
shall strive &t all tmes (o abide by the preferences of the Landowner as related 1o completion of the
Work. I any instance where the Contyacior bellevas that the oreferences of the Landowner are In
conflict with this Scope of Work or other confract documents, the Contractor shall immediately
ceass activitles refated o the arsa of apparent conflict and nolify the Consultant,

2. IDENTIFICATION AND NOTIFICATION FOR ACTIVE UTILITIES

2.3  The Contracior shall be responsible for identificstion of all active subswface ullliies andior
pipelines by notification of appropriate line localor services and all other wtility or pipeline operators in
the sile vicinily no less than 2 working days prior (o the pre-siart meeting {see Section 14.2, below)
and prior to the intialion of any subsurface disturbance on the site. Notification shall include, butis not
fimited to, CALL-OKIE {1-800-522-6543). Additionally, the Contractor shall take appropriate action io
icentify and noiify all other utliity or pipsline opserators in the site vicinity which are not subsoribers o
CALL-OKIE's servics.,

2.2 The Contractor shall be meaponsible for any and all damage o active subsurface utifilies and
pipsiines and any impact o sofl, ground water or surface water as the result of the damage. In the
event of damage o active utiliies or pipefines, the Contractor shall take all appropriste precautions
and perform measures o contain any spills and minimize impact to surrounding media.  After taking
steps o contain any spills and minimize impact, the Contractor shall immediately notity the Consultant
of the damage. The Contractor will be required 1o comply with all applicable laws, rules, regulations,
and clear-up stenderds for any impsct caused by damage lo aclive uliitfes or pipelines.

Bristow Church of the Nazarsne Project Scope of Work (4/18/08) Fage {1 of 5
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2.3 The Condractor shall identiy any aboveground uiifiies arwlior pipelines in the work ares(s), and
shall exercise appropriate precaulions to avoid damags to such lings. Unless specifically informed
otherwise by the ulility provider, Contractors shall assume that any aboveground elscirical iines in the
work area{s} are energized, and shall observe all applicable safely precautions when working in the
vicinity of the lines.

3, FLOWLINE REMOVAL AND DISPOSAL

3.1 General The Contractor shall remave sl exposed abandoned flowlinegs within the Site
Boundaries and any abandoned buried flowlines that interfere with the work., Saclions of exposed
Hewling shall be removed back info the burled seclion to the point of burial depth of 18 inches, or 3t
ioast 25 feel back from the point of exposurs, whichever is less. Buried flowline shall be removed as
nevessary o complele this Scope of Work,

3.2 Residual Material in Lines: if the Contractor delermines that there may be significant (=1
barrel} quantities of residual produst remaining in fowlines, the Contractor shall immediately ceass
removal activities, take appropriate steps to prevent spilfage of the material, and notify the Consultant.

33  Flowline Capping: All flowlines which are cut and lelt in place shall be capped with gither a
welded or threaded cap or plug. All capped flowline ends shall be left exposed untl inspected by the
Consullant.

3.4 Grading: All areas disturbed by fowline removal shall be graded with soil from the immediste
surrounding area o blend with the existing terrain.

3.8 SBalvage: All saivageable removed flowline material becomes the property of the Contractor, Al
such material must be removed from the project site prior to Contractor’s application for fingl payment.

386 Disposal Non-salvagsable flowline material shall be disposed by ransportation o 2 permitted
tandfifl or a reclaimerfrecyaler. Contractor shall notify Consultant jn wriling of the proposed fandfill or
rachaimer/recycler prior o removal of any material from the site, and shall provide manifests for sl
waste prior 1o application for final paymant. In the event that Natural Ocowrring Radioactive Material
{NORM] s found in some Hlowlines and the Conldractor does not have the means 10 properly dispose of
the NORM impacted pipe off site, the Contractor may dispose the pipe by burial on-site. The burial
ivcation shall be in close prosimity to the original location of the flowlines, Burlgl depth shall be
adeguale o provide & minimum of 3 feet of compacted cover over all sections of the flowlings,
Consultant shall be notified within 24 hours notice prior to burial of any NORM flowlines.

4,  CONCRETE REMOVAL AND DISPOSAL

4.1  General: All concrele slabs, engine pads, foundations, rig comers or other concrete slruciures
contained within the Site Boundaries shall be disposed by burlal on-site. The Contractor shall be
responsible for determination of actual dimensions of all concrete structures, and will be required to
remove all structures regardiess of size and with no change in the contract sum due o concreis
volume,

4.2 Disposal by Burial On-8Hle: Unless specifically noted otherwise, burial location shall be in
close proximily (o the original location of the structure. Burial depth shell be adequate to provide a
minimurs of 3 fest of cormpacied cover over gl seclions of the buried structurs.

4.3 Grading: All areas disturbed by concrete removal shall be graded with soil from the immediate
surrounding arga o blend with the existing terrain.

. DEBRIS REMOVAL AND DISPOSAL

5.1 Gensral The Contractor shall be responsible for the removal and disposal of all miscellaneous
debris and/or abandoned materials focated within the Sile Boundaries, including the Off Fleld Shed
depicted on Figure 3. Trees, stumps, and brush shall be removed only as nacessary 1o mest the
requirements of this Scope of Work., Trees and stumps shall be removed to g depth of 12 inches
below the final grade.

52 Of-SHe Disposal: Maleripls removed from the site shall be lsgally disposed iIn a permitted
landfill or ansferred o a reclaimerfrecycler.  Contractor shall nolify Consultant jn_writing of tha

?rfﬁmw Church of the Nazarene Project Scope of Work {4/18/08) FPoge 205
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proposed landfill or reclamerirenycler prior 1o removal of any matedial from the sile, and shall provide
manifests for alt wasts prior o application for final paymaeant.

8.3 Disposal by Burning: Trees, logs, stumps, brush, or household trash which is included in the
debris identified o be removed may be disposed by buming on-site, subjecl o the following
consiraints:

531 Oversight: Burning shall be accomplished under the constant care of compslent
watchmen al such Himes and in such manner thatl the surrounding vegelation and other adjacent
property shall not be jeopardized. Cordracior shall be flable for any damage deemed unnecessary
or avoidable by the Consultant,

8.3.2 Laws, Ordinances, Permits: Bumning shall be scoomplished in accordance with all
applicable laws and ordinances, Contracior shall be responsible for the acquistiion and cost of any
reguired permils.

5.3.2  Ash Disposal: All ash andior other resitdue remalning after bumning shall be disposed by
burtal. Burial depth shall be adequate to provide & minimum of 3 feet of compacted cover over gl
sections of the buried malarial,

5.4 Grading: All areas disturbed by dabris removal shall be graded with soil from the immadiate
surrounding area io blend with the exisling terrain.

& TANK REMOVAL AND DISPOSAL
6.1 Generalb The Contractor shall be responsible for the removal of the tank depicted on Figure 3,

8.2 Contents Removal and Tank Cleaning: The Contractor shall remove all contents from the
fank. The tank shall ba cleaned fo remove any residual product,

6.3 Transportatior: The tank, tank conlents, and malerial generated during the cleaning process
shail be transporied off-site. The Contrachor may cut the tank on-site for ransporiation purposes if he
deems It necessary. Contractor is responsible for any applicable permils, notifications, and rules or
regulations for culting and/or transporting the fank,

6.4 Disposab The tank and iis contents as well as any material generated during the clzaning
process shall be legally disposed in accordance with any applicable laws, rules or reguiations
including but not limited 1o Oldahoma Administrative Code {OAD) 165:10-7 (Ol and Bas Conservation,
Pollution Abatement). Any reclamation or salvage value of the tanks or thelr contents will go to the
Contraotor, Conlractor shall notify Consullant in_writing of the proposed disposal plans prior fo
ramoval of any material from the site, and shall provide manifests for all waste prior to application for
final payment.

7. GRADING
7.1 Generall The soll mound depicted on Figure 3 shall be leveled and graded o blend with the
existing terrain.

8. TOP SOH. REMOVAL/REPLACEMENT

8.1  General: Topsoll shall be excavaled In any aress being disturbed and stockpiled separately
from other material generated during excavations and/or grading. The stockpilad top soll shall be usad
tor final grading and o top dress any affected areas,

8. ROCK REMOVAL/REPLACEMENT

8.1 General: Any rock reroved durng burial solivities shall be segregated during excavation.
When filing the sxcavaled area, the segregated rock shall be the first material placed into the
excavation. In the event that there & not sufficient subscilffopsoll avsilable to cover the rock, the
axcess rock shall be placed in an area within e project boundary as determined by the landownsr
and consultant, Under no cirgumsiance shall excess rock be dispersed in areas culside the limits of
the excavations,

10, PLANTING
101 General The arsas affectad by sl activities outlined in this Scope of Work shall be graded and

Bristow Church of the Nazarene Project Scope of Work (4/18/08) Page 30f 5
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speded,

0.2 Preparation: Preparation of srsas shall include filling and reshaping eroded arsas and
refinishing slopes {o the established typical grade. The sall shall be Hiled or disked on the contour io &
depih of 4 inches.

10,3  Materials and Rate: Dus o the uncerainty of the time of year planting will occur, seed
compuosition and rates will be determined by the lime of year a8 oullined below:

Time Seed Composition Rate

August ~ February 50% Winter Wheat & B0% Winler Rye 80 pounds per acre
March - June Bermuda Grass % pounds per acra
Judy Mo planting shall be performed during this period,

The seed shall be furmnished in sealed bags and shall have been officially sampled and tested by the
Okiahoma State Board of Agricullure.  Note: ¥ the project is completed during the month of July,
planting shall be performed after August 1.

10.4  Planting: The area(s) shall be planted with mechanical equipment designed and cepable of
planting the material uniformly and al the spacified rale. Hand planting shall not be used except in
araas that are oo small or inaccessible 1o accommuodats the specified equipment. Equipment shall
not be operated on areas where rutling or slippage would mar the soil surface, Afler seeding the area
shall be graded by dragging or other similar methods 1o cover the seed and smooth the surface. After
planting there shall be no olods or dumps of soil grealer than 2 inches in diametsr,

18 Fertllizing: Fertilizer shall be applied al the rate of 100 pounds per acre. The fertilizer shall
have the composiiion of 10% nitrogen, 20% phosphate, and 10% potassium {10-20-10) or 13%
nitrogen, 13% phosphate, and 13% potassium {13-13-13). When satisfactory resulls can big oblained,
disking for soif preparation and incorporation of ferlilizer may be accomplished in one operation, Tha
fertifizer shall be apphed with a mechanical broadoast spreader capable of distributing the fertilizer
gvenly at the specified rale.

11, EQUIPMENT

111 The Coniractor shall furnish all equipment necessary o perform the Work in salisfactory
working condition and in sufficient quantity to perform the Work on scheduls. Al equlpment shall be
subject to inspection by the Consultant prior 10 use al the gils,

12, SEQUENCING AND PHASING

121 Wentification of subsurface ulilities shall be performed prior to any subswiace disturbance on
the site,

12.2  Sequencing and phasing of all other activities shall be at the discretion of the Condracior,

1228 The Corfracior shall be responsible for coordination and sequencing of work by any
subcontractors employed by the Confracior.

12.2.2 The Contractor shall be responsible fo communicate with the Consullant as necessary o
coordinate work al the site by other contractors.

12.3  The Conlractor shall be responsible for any damags o completad work caused by improper
sequencing or by lailure to take adequate precautions 1o protect completed work,

13, HEALTH AND SAFETY

131 Contractor shall be responsible for compliance with alf applicable health & safely regulations
including, bul not limited o, those covered undsr Occupstional Saefely and Health Administration
{OBHA} during alf site activities.

4. NOTIFICATION

4.1 The Confractor shall notiy Consultant af least 3 working days prior to commenaing any work
at the site, Call Rodney Troglin at {408) 330-8888,

Bristow Chureh of the Nazarsne Project Scope of Work (4/18/06) Page dof B
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14.2 There will be = pre-slarl meeling 2l the sile including the Consuliant, Contracior and

Landowner {or repressrdative) prior o commensement of any operations al the sile. The

Consultant shall set the time and place of this mesting after determining the availability of all parties.
15. DOCUMENTATION

151 Al required documentation as culbned in this Scops of Work shall be provided to the
Consuliant prior to application for final payment. Failure o provide documaniation will resull in delay

of the final payment
16, ATTACHMENTS
8.1 The following Figures are attached and are a part of this Scope of Worke

Figure 1o Project Location Map
Figure 2., Froject Boundary Map
Figure 3. SBite Map
End of Scope of Work
Bristow Church of the Nezarene Froject Svope of Work {4/758/08) Page 5of 5
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